
MATERIAL SPECIFICATION 

AV-LF 

Features 

• Heavy duty brass construction 
• Standard one piece rising swivel with cross or wheel handle 
• Efficiently regulates water flow 
• Removable internal assembly for convenient service & 

cleaning 

Specifications 

• Maximum water working pressure:  150 PSI 
• Optimal flow: 0 - 190 GPM 

Models 

• AV 3/4” - 2” angle valve less union 

Lead Free Brass Angle Valve (AV-LF) 

Zn% Pb% Sn% P% Mn% Ni% Si% Mg% 

Min 0.00000 0.500 

Fe% 

0.00000 

Ø (1) 37.82 0.191 0.727 <0.00020 <0.00050 0.0625 0.0299 <0.00050 <0.00010 

Max 0.200 1.00 0.100 

Cr% As% Sb% Cd% Bi% Al% S% Cu% Se% 

Min 59.0 

Ø (1) <0.00010 0.0075 <0.0010 <0.00010 0.0032 0.394 <0.00010 60.8 <0.00030 

Max 62.0 
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Spec Sheet:

WARNING: This product can expose you to chemicals including Lead, which are known to the State of California to 
cause cancer and birth defects or other reproductive harm. For more information go to: www.P65Warnings.ca.gov
Wash hands after handling. 


