
No. Parts Materials 

1 Coupling Nut Forged Steel 

2 Insulator Nylon 

3 Solder Adapter Forged Brass 

4 Washer EPDM 

5 FIP Adapter Forged Steel 

MATERIAL SPECIFICATION 

Features 
• Galvanized x Brass 
• Maximum working water pressure: 250 PSI 
• Maximum working water temperature:  210˚F 
• Thread connections: ANSI B1.20.1 
• Copper connections: ANSI B16.18 
• Available in sizes: 1/2” - 2” 
• IAMPO/UPC-NSF 61.4/AB1953 listed 

Dielectric Union (DU) - FIP x Solder, Lead Free 

Part No. A-Solder B C D-FIP Nominal Size 

DU1320 1/2” 1-23/32” 1-5/8” 1/2”-14NPT 1/2” x 1/2” 

DU1321 3/4” 2-15/16” 1-7/8” 3/4”-14NPT 3/4” x 3/4” 

DU1322 3/4” x 1/2” 1/2” 1-3/4” 1-7/8” 3/4”-14NPT 

DU1323 1” 2-9/32” 2-1/8” 1”-11.5NPT 1” x 1” 

DU1324 1 1/4” 2-13/32” 2-9/16” 1 1/4”-11.5NPT 1 1/4” x 1 1/4” 

DU1325 1 1/2” 2-19/32” 3” 1 1/2”-11.5NPT 1 1/2” x 1 1/2” 

DU1326 2” 3” 3-13/16” 2”-11.5NPT 2” x 2” 

Dimensions 

Spec Sheet:

3500 Thom Lambert Blvd.
Decatur, Tx 76234
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WARNING: This product can expose you to chemicals including Lead, which are known to the State of California to 
cause cancer and birth defects or other reproductive harm. For more information go to: www.P65Warnings.ca.gov
Wash hands after handling. 


