
Double Jacket and Single Jacket 
Fire Hoses 

Rack Hose Models 

Part Number Description 

FP-H1550B1F 1-1/2” x 50’ Poly Jacket 

FP-H1575B1F 1-1/2” x 75’ Poly Jacket 

FP-H1510B16 1-1/2” x 100’ Poly Jacket 

Specifications 

• 100% Polyester - offers superior wear and 
strength characteristics 

• 1-1/2” Double Jacket Hose: 300 PSI working 
pressure & 900 PSI bursting pressure 

• 1-1/2” Single Jacket Hose: 250PSI working 
pressure & 750 PSI bursting pressure 

• 2-1/2” Double Jacket Hose: 300PSI working 
pressure & 900PSI bursting pressure 

• 2-1/2” Single Jacket Hose: 250PSI working 
pressure & 750PSI bursting pressure 

Part Number Description 

1-1/2” x 50” Single Jacket 

1-1/2” x 100’ Single Jacket 

2-1/2” x 50’ Single Jacket 

FP-H1550A1F 

FP-H1510A1F 

FP-H2550A1F 

Mill Hose Models 

Contractor Hose Models 

Part Number Description 

FP-H1550A2F 1-1/2” x 50’ Double Jacket 

FP-H1510A2F 1-1/2” x 100’ Double Jacket 

FP-H2550A2F 2-1/2” x 50’ Double Jacket 

FP-H1575A2F 1-1/2” x 75’ Double Jacket 

Spec Sheet:

3500 Thom Lambert Blvd.
Decatur, Tx 76234
P 844.321.0471 F 951.808.0906 
www.aqualineinc.com 

WARNING: This product can expose you to chemicals including Lead, which are known to the State of California to 
cause cancer and birth defects or other reproductive harm. For more information go to: www.P65Warnings.ca.gov
Wash hands after handling. 


